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ENDURANCE HIGH VISIBILITY CLIP-ON EAR
PROTECTOR - PS47
REF: 30112000000PS47PW

Description:
High-Visibility colour. This product is compatible with Endurance Helmets, Height Endurance Helmets, Peak View Helmets and the PS51
Helmet. Warning: attenuation performances vary depending on the helmet style they are used with.

Features:
• Compatible with most helmets
• Excellent attenuation rate
• Easy to clip-on
• Hi-Visibility colour for visibility in daylight
• Adjustable dual pin system provides multiple positioning for better fit
• Stand-off position for intermittent use
• CE-CAT III

Composition: ABS / Polystyrene / PU

Color: Yellow Orange

EN 352-3
SNR 25dB (Endurance/ Height Endurance)
SNR 27dB (Peak View)

HEARING PROTECTION



ENDURANCE HIGH VISIBILITY CLIP-ON EAR PROTECTOR - PS47
REF: 30112000000PS47PW

Sound performance/attenuation tables:

PS47 + HELMETS (PS54/PS55/PW54/PW55) & + HELMET (PS53)

PS47 + HELMETS (PV50/PV54/PV60/PV64)

PS47 + HELMET (PS51)

HEARING PROTECTION

Partners Stealth, Lda | Rua da Charca 154, 4520-156 Stª Maria da Feira, Portugal | +351 256 036 177 (Call to national landline) | geral@psprotseg.com

www.psprotseg.com

A Frequency (Hz)

B Medium Attenuation (dB)

C Standard deviation (dB)

D Presumed Protection (dB)

A Frequency (Hz)

B Medium Attenuation (dB)

C Standard deviation (dB)

D Presumed Protection (dB)

A Frequency (Hz)

B Medium Attenuation (dB)

C Standard deviation (dB)

D Presumed Protection (dB)

PS47

PS47

PS47

SNR 25dB H: 28dB M: 23dB L: 14dB

SNR 27dB H: 29dB M: 25dB L: 16dB

SNR 24dB H: 26dB M: 23dB L: 15dB
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