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Description:
This coverall is perfect for the demands of the offshore industry. Constructed with a highly innovative flame-retardant fabric with high
visibility reflective tape double stitched for enhanced visibility. Meeting all the required EN standards, it includes triple stitched seams, high
visibility strips on shoulders, arms and legs, concealed 2-way front brass zip and two front slant chest pockets with concealed brass zips.

Features:
• CE-CAT III
• Protection against radiant, convective and contact heat
• Class 2 welding protection
• Hook and loop cuffs for a secure fit
• Action back for extra freedom of movement
• Triple-stitched seams for extra durability
• 10 pockets for ample storage
• 40+ UPF rated fabric to block 98% of UV rays
• Radio loops for easy clipping of a radio
• Sew on flame resistant industrial wash tape
• Concealed two-way front brass zip
• Two tier knee pad pockets allowing two positioning options

Composition and density: Shell Fabric: Bizflame Plus: 99% Cotton / 1% Carbon Fibre - 350 g.

VESTUÁRIO

EN 1149-5

EN ISO 11612

EN ISO 11611

IEC 61482
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Size chart:

Wash care:

VESTUÁRIO

MAX
50x60º

FLAME RESISTANT ANTISTATIC COVERALL 350G - FR50
REF: 30113000000FR50PW

Sizes (cm)

Chest contour

Sleeve length

Leg length

A

B

C

M

118

84

80

S

110

83

80

XS

102

82

80

L

126

85

80

XL

138

86

80

XXL

146

87

80

4XL

162

89

80

5XL

174

90.5

80

6XL

186

92

80

3XL

154

88

80

Available colors and sizes:

Orange: XS - 5XL Red: XS - 5XL
Royal Blue: XS - 4XL Navy: XS - 6XL
Grey: XS - 5XL White: S - XXL
Black: S - XXL

A

B

C

EN 1149-5
EN ISO 11611 Class 2 (A1+A2)
EN ISO 11612 (A1+A2, B1, C1, E2, F1)
IEC 61482-2 EN 61482-1-1 (ELIM 8.6 CAL/CM²)
IEC 61482-2 IEC 61482-1-2 APC 1


